AIRSPACE CLASSES
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Typical (radial)
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Depiction

Clearance



Transpond
Comm

A






> 18,000 MSL



None 



Needed




Mode-C

2-way radio








<= 60,000 MSL







IFR plane & pilot





must hear tail #


B






30nm
x 10,000 MSL

Solid Blue

Needed




Mode-C

2-way radio











“You are cleared …”




must hear tail #

C






10nm x 4,000 AGL

Solid Magenta







Mode-C

2-way radio
































must hear tail #

D






5nm x 2,500 AGL


Dashed Blue












2-way radio



     




























must hear tail #

E



Can start at:

SFC


- dashed magenta

700 AGL

- shaded magenta
- G SFC to 700 AGL










1200 AGL
- shaded blue

- G SFC to 1200 AGL










As marked
- squigly blue

- G under










14500 MSL to 18000 MSL 

- not depicted

G



Under E airspace

CLOUD CLEARANCE

2 rules

3 exceptions

Rule 1 :
F111
- above 10,000 MSL


five statute mile visibility



1000 feet above



1000 feet below



1 statute mile horizontal

Rule 2 :
3152 – below 10,000 MSL



3 statute mile visibility



1000 feet above



500 feet below



2000 feet horizontal

Exception 1 :
Class B
3 statute mile visibility; clear of clouds

Exception 2 : 
Class G
< 1200 AGL during day : 1 statute mile visibility and clear of clouds

Exception 3 :
Class G
> 1200 AGL during day :
1152









1 statute mile visibility










1000 feet above










500 feet below










2000 feet horizontal

